
Model OT-1

Model OT-1
The Outlet Tester Model OT-1 detects faulty wire in 3-wire receptacles. It
detects open ground and neutrals as well as reversed hot/ground connections.
Ideal for use on 100 to 125VAC receptacles.

Model OT-2
The Outlet/GFCI Model OT-2 tester examines GFCI for proper operation. 
It detects faulty wiring in 120V 3-wire receptacles. It detects open grounds
and neutrals as well as reversed hot/ ground connections. Ideal for use on
100 to 125VAC receptacles. 

Features
• Detects faulty wiring in 3-wire

receptacles

• Detects open grounds and neutrals

• Detects reversed hot/ground
connections

• Simply plug in and watch red and
amber indicators

• For use on 100 to 125VAC

Model OT-2
• Test GFCI for proper operation

• 120V — 3-wire US

Outlet Tester
Models OT-1 & OT-2

ORDERING INFORMATION CATALOG NO.
Outlet Tester Model OT-1 . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Cat. #2121.02
Outlet/GFCI Tester Model OT-2. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Cat. #2121.03
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Model OT-2

Outlet Tester Model OT-1 detecting faulty
wire in a 3-wire receptacle.

http://www.aemc.com
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Contact Us
United States & Canada:

Chauvin Arnoux®, Inc.
d.b.a. AEMC® Instruments
200 Foxborough Blvd.
Foxborough, MA 02035 USA
(508) 698-2115 • Fax (508) 698-2118
www.aemc.com

Customer Support – for placing an order, obtaining price & delivery:
customerservice@aemc.com

Sales Department – for general sales information:
sales@aemc.com

Repair and Calibration Service – for information on repair & calibration, obtaining a user manual:
repair@aemc.com

Technical and Product Application Support – for technical and application support:
techinfo@aemc.com

Webmaster – for information regarding www.aemc.com:
webmaster@aemc.com

South America, Central America, Mexico, Caribbean, Australia & New Zealand:

Chauvin Arnoux®, Inc.
d.b.a. AEMC® Instruments
15 Faraday Drive
Dover, NH 03820 USA
(978) 526-7667 • Fax (978) 526-7605
export@aemc.com
www.aemc.com

All other countries:

Chauvin Arnoux SCA
190, rue Championnet
75876 Paris Cedex 18, France
33 1 44 85 45 28 • Fax 33 1 46 27 73 89
info@chauvin-arnoux.com
www.chauvin-arnoux.com
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