
Series Flow rates Valve

M/MB- 2 SCCM - 500 SLPM -

MW/MWB- 2 SCCM - 100 SLPM -

MC- 2 SCCM - 20 SLPM PCV##

MCP- 20-100 SLPM P

MCW- 2 SCCM - 2 SLPM PCV##

Peregrine Falcon
Top Level Part Numbers: Adders:

Communication Protocols
default RS-232
-485
-MODBUS, MODBUS-485

Electronics Assembly
-IB
-SG

Valve Options
-SV
-PCV##

Display Options
-D
-TFT
-O

Electrical Connectors
default MD8
-I
-DB9M (All pinouts except DB9KS)
-DB15 (A, B, H, K, S pinouts too!)

Any primary analog
Any secondary analog
Any analog input
AVG OFF
CLP[G]
CLR
CLV
DB
DS
GAS
GP
HC
LTR
LVD
MAXAVG

NTP
P1/P2
PU: M/V/T/P
PUB
PUGS
PUSP
PUT
RANGE
RTL
RVD
SR
STP
STR
TOT

Number of units: up to 20

Lead time: 3-5 days

Lead time: 2 weeks
Number of units: up to 5
Services: (make sure to mark IS FAST)

standard recal
ultra-low flow recal

Service Fast Track:

Lead time: 2 weeks

MCE with -SFF:


