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Flo-tech offers a complete selection of mating cables to 
complete your hydraulic measurement system.

To select the appropriate cable for your application, refer 
to the Connecting Cable Charts shown below and on the 
next page.

Cables

Sensor Model Connecting Cable Connecting Ends Signal
 Amplifier Digital Display

FR
EQ

U
EN

C
Y

FSC-375 F2832-6, 6 ft or
F2832-15, 15 ft

MS female to 
tinned leads

F5140
K-Factor Scaler F6600 / F6650 Series

FSC-500

F2832-6, 6 ft or
F2832-15, 15 ft

2-Pin (MS) female to
tinned leads — F6600 / F6650 Series

or HB2800 Series

FSC-750

FSC-1000

FSC-1005

FSB-1250

FSB-1500

FSD-1250

FSD-1500

FSD-2000

F6202-F / F6222-F F6234-6, 6 ft or
F6234-15, 15 ft

3-Pin female to
tinned leads

F5140
K-Factor Scaler

F6600 / F6650 Series 
or HB2800 Series

F6204-F / F6224-F
F6234-6, 6 ft or
F6234-15, 15 ft

3-Pin female to
tinned leads — F6600 / F6650 SeriesF6206-F / F6226-F

F6208-F / F6228-F

A
N

A
LO

G

FSC-375 with IFC

F6557-6, 6 ft or
F6557-15, 15 ft

5-Pin female to 
tinned leads — F6700 / F6750 Series

FSC-500 with IFC

FSC-750 with IFC

FSC-1000 with IFC

FSC-1005 with IFC

FSB-1250 with IFC

FSB-1500 with IFC

FSD-1250 with IFC

FSD-1500 with IFC

FSD-2000 with IFC

F6202-AI / F6222-AI
F6202-AV / F6222-AV

F6557-6, 6 ft or
F6557-15, 15 ft

5-Pin female to 
tinned leads — F6700 / F6750 Series

F6204-AI / F6224-AI
F6204-AV / F6224-AV

F6206-AI / F6226-AI
F6206-AV / F6226-AV

F6208-AI / F6228-AI
F6208-AV / F6228-AV

F6301-X
(Pressure Sensors)

F6234-6, 6 ft or
F6234-15, 15 ft

3-Pin female to
tinned leads — F6700 / F6750 Series

F6310
(Temperature Sensor)

F6234-6, 6 ft or
F6234-15, 15 ft

3-Pin female to
tinned leads — F6700 / F6750 Series
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Cables 

Sensor Model Connecting Cable Connecting Ends Signal
 Amplifier Digital Display

FR
EQ

U
EN

C
Y F6150-F

F2832-6, 6 ft or
F2832-15, 15 ft

2-Pin (MS) female to
tinned leads — F6600 / F6650 Series

or HB2800 Series

F6153-F

F6156-F

F6159-F

F6161-F

F6163-F

F6165-F

F6167-F

A
N

A
LO

G

F6150-I and F6150-V

F6557-6, 6 ft or
F6557-15, 15 ft

5-Pin female to 
tinned leads — F6700 / F6750 Series

F6153-I and F6153-V

F6156-I and F6156-V

F6159-I and F6159-V

F6161-I and F6161-V

F6163-I and F6163-V

F6165-I and F6165-V

F6167-I and F6167-V

F6301-X
(Pressure Sensors)

F6234-6, 6 ft or
F6234-15, 15 ft

3-Pin female to
tinned leads — F6700 / F6750 Series

F6310
(Temperature Sensor)

F6234-6, 6 ft or
F6234-15, 15 ft

3-Pin female to
tinned leads — F6700 / F6750 Series

2-Pin (MS) and 3 Pin Connectors for
Frequency Flow Signals

3-Pin Connectors for Analog
Pressure and Temperature Signals

5-Pin Connector for
Analog Flow Signals

2

13

Temperature Signals
PIN 1    Case Ground
PIN 2    -  Signal Output
PIN 3    + Voltage  

Pressure Signals
PIN 1    N/C
PIN 2    -  Signal Output
PIN 3    + Voltage  

B A

2

13

PIN 1    N/C
PIN 2    -  (Negative)
PIN 3    + (Positive)  

PIN A   + (Positive)
PIN B    -  (Negative)

C O N VE R TE R
MAL E  C O N N E C TO R

3

2

1

4

5

F to I  C O N VE R TE R
 +  4 -  2 0 mA
-  4 -  2 0 mA

     +  4 -  2 0 mA ( Sink )
      -  4 -  2 0 mA ( Source)

N /C
N /C
N /C

PIN  3
PIN  4
PIN  5

PIN  2
PIN  1

     N o Connection

RE D
B LACK
W HITE

 F to V C O N VE R TE R
     +  10 to 2 6  VD C 
     SIGN AL

10 -  3 0 VD C
SIGN AL
GN D
N /C
N /C

PIN  3
PIN  4
PIN  5

PIN  2
PIN  1

     0 V

RE D
B LACK
W HITE


