
Watlow's new standard line of connector systems is
lightweight, rugged and accurate and features a clamping
mechanism that is unique in the industry.

The new, easy-to-use clamping connection will replace the
traditional screw and wire wrap. This new device allows a
straight-in application, which squeezes the wire and forms
a tight connection assuring a clean, strong signal.

US Patent Number D424016, additional patent pending.

C O N N E C T O R  S Y S T E M S

“S” Series Connector

Features New

Clamping Mechanism
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RIC-CSS-120

Features and Benefits
ASTM color coded 

• Assures easy identification

Compensated alloys

• Provides accuracy in readings

Glass-filled thermoplastic 

• Provides high impact strength

Captive cap screws are held tightly in place

Connection hardware

• Redesigned to eliminate a number of components

Meets requirements for ASTM E1129

• Ensures adequate pin spacing, dimensions and contact
resistance

Rated to 425°F (215°C)
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Crimp/Braze Style

4-6. Sheath size
040 = 0.040 inches
063 = 0.063 inches
090 = 0.090 inches
125 = 0.125 inches
188 = 0.188 inches
250 = 0.250 inches
30M= 3.0 mm
60M= 6.0 mm

Compression Style

4-6. Sheath size
063 = 0.063 inches
125 = 0.125 inches
188 = 0.188 inches
250 = 0.250 inches
30M= 3.0 mm
60M= 6.0 mm

1-2. “S” Series Standard Connector, 425°F
3. Style
M = Male (plug)
F = Female (jack)

4. Calibration
E = Type E
J = Type J
K = Type K
T = Type T
U = Uncompensated

5. Name Plate
W = With Watlow name
N = Without name label (calibration J and K only)

6. Color Code
AT = ASTM E 230 color code/uncompensated-white

S C - -
1 2 3 4 5 6 7

S A B -
1 2 3 4 5 6

1 7/16 "

1 3/32 "
1/2 "

S A P -
1 2 3 4 5 6

Cable Clamp Style
Specify SAC-220

Ordering Information
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