
Where Innovation Flows

M-60X
Explosion Proof Flow Switch with Fixed Set Point and In-Line Flow
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Operating Principle 

Applications
• Gas panels

•

•

•

•

•

Key Features
•

•

•

•

•
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Material Versions

Housing 316 SS

Pistons 316 SS

Orifice Plate or disc  
(Only in Universal Mounting Version) 316 SS

Spring Stainless Steel

Retaining ring Stainless Steel

Calibration range

Air 25,000 - 55,000 scc/min

Water 750 - 1,600 cc/min

For lower and higher trip points contact factory. Maximum flow through switch are higher.

Set Point Accuracy ± 10% maximum

Hysteresis 15% - 30%

Repeatability ± 2%

Port size

1/4” FNPT
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Maximum Operating (psig) 3,000

Burst (psig) 5,000

Maximum Operating temperature 175°C (347°F)

Reed Switch data
(Electical Ratings)

10 Watts SPST or 3 Watts SPDT (Hermetically Sealed) UL Recognized.  
File E47258

Operating temperature -40°C to 175°C

Switch voltage 200 Vdc (170 Vdc for SPDT)

Breakdown voltage 250 Vdc (200 Vdc for SPDT)

DC Resistive 10 VA (3 VA for SPDT)

AC Resistive 10 Watts (3 Watts for SPDT)

Switching current 0.5 A (0.25 A for SPDT)

Carrying current 1.2 A (0.5 A for SPDT)

Lead Wires No 24 to 18 AWG. 18” length, Polymeric UL Recognized 
(Belden cable or special shielded cable is available)

Lead Wires Color SPDT: Green - Common, Yellow - Normally Closed, 
Orange - Normally Open

Reed Switch Ratings as Recognized by UL

SPDT
120 Vac
10 Vdc
24 Vdc

0.1 A general purpose
0.25 A resistive
0.1 A resistive

Fixed Flow Setting Information

•  
•  
•
•
•
•
•
•
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Installation and Maintenance

•  

•  

•  

  

  
 

  

  

•  

  

  

  

  

Electrical parameters

Ui ≤ 30 V

Pi ≤ 0,7 W

Ci = 40pf

Li = 4 μH

Electrical parameters

Um = 250 V and Im = 1 A

Ambient temperature range Temperature class for Gas Temperature class for Dust

- 40°C to 60°C T6 T95°C

- 40°C to 75°C T5 T95°C

- 40°C to 117°C T3 T140°C

- 40°C to 149°C T3 T175°C

• CE Mark:



6

Cut Dimensional Drawings

Ordering Information

Model Ordering Code

Option

M-60X - * * * - * * - ***

-

Material S 316SS

Port 2 1/4”

Switch 3 SPDT

-

Mounting

0 Standard (Vertical)

1 Universal Mounting 
(with Disc and Spring)

Piston

0 316SS with Epoxy

1 PTFE Encapsulated

2 All-316SS (No Epoxy)

- XXX Unique PN Identifier
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